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Thermal  processing  extends  the  shelf  life  of  fruits  and  vegetables  by  inactivating 
microorganisms and enzymes. The efficacy of heating depends on the properties of 
the food and mainly on the processing parameters. The microwave (MW) oven offers 
several advantages  for keeping overall quality and  safety of  the  foods products. A 



















sources  of  natural  bioactive  compounds  like 
antioxidants  of  interest  for  the  human  diet. 
These  antioxidants  include  carotenoids, 
vitamins,  flavonoids,  other  phenolic 
compounds,  dietary  glutathione,  and 
endogenous metabolites  [1,2,3].  Tomato  is  a 
very  popular  vegetable  and  has  a  great 
importance in food by their content in vitamins, 
lycopene,  and  organic  acids.  All  tomato 
products  (juice,  ketchup,  sauce,  puree,  paste 
and  soup)  have  antioxidant  characteristics 
determined  by  the  presence  of  bioactive 
compounds. One of the most popular options 
for  consuming  tomatoes  is  tomato  juice 
because  is easy to drink, tasty, and  filled with 
health benefits. Color and flavor are the most 
important  quality  attributes  of  tomato  juice 
that influence the consumer’s choice. These are 
usually  prepared  by  thermal  or  dehydration 
processing  and  then  packaged  and  stored. 
These thermal processes would certainly bring 
about  a  number  of  changes  in  physical 





the  shelf‐life  of  food  products  without 
compromising  food  quality  and  safety.  In 
addition  consumers  demand  the  maximum 
preservation  of  the  endogenous  sensory, 
nutritional  and  health  related  qualities  of 
products  they  eat.  Short  microwave  (MW) 
treatment may  be  a  solution  to  achieve  this 
purpose.  In  comparison  with  conventional 
heating methods, the MW oven offers a rapid 
and  relatively  uniform  heating,  high  energy 
efficiency,  saving,  reduced  space  utilization, 
precise  process  control,  fast  start‐up,  shut‐
down  conditions  and high overall quality  and 
safety  of  the  final  product.  MW  thermal 
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including  in  a  continuous mode  [7]. MW  has 
been successfully used to heat, dry, pasteurize 
and  sterilize many  food products  [8, 9]. High‐
quality  retention  of  product  and  antioxidant 
activity has been reported using 915 MHz MW 
[8].  Nowadays  thermal  treatment  of  plant 
derived  foods by MW oven  is convenient and 
very popular all around the world. 
The objective of  this  study was  to  investigate 
the comparative effects on antioxidant activity 







Canary  tomatoes  picked  in  the  Region  of 
Murcia were  purchased  from  a  local  grocery 
store. Fruits free from defects and with a similar 
visual appearance were washed; cut into small 





glass  and  covered  with  plastic  storage  bag. 
After  that  beakers  were  placed  in  a 
conventional  discontinuous  commercial  MW 
oven  (SANYO Electric  Industrial Co., LTD., UK., 
2450	 MHz) or  in  an  innovative  continuous 
industrial MW oven  (SAIREM  IBERICA  S.L.,  SI‐
MAQ0101,  Barcelona,  Spain).  Conventional 
MW ovens have a power rating from 600 to 900 
W, while continuous MW ovens can be up to 15 
KW.  In addition  this  last MW oven  includes a 
computer interface and a fiber optic slip ring for 
online  temperature  measurement. 
Subsequently  the  samples were  treated with 







The  Total  Antioxidant  Capacity  (TAC)  was 
determined by using the ferric reducing ability 
of  plasma  (FRAP)  method  [10].  This  assay 
depends upon the reduction at low pH of ferric 
tripyridyltriazine  complex  to  the  ferrous 
tripyridyltriazine by a  reductant  (antioxidant). 
The reagents used for the FRAP assay were: a) 
Acetate  buffer  300  mM  pH  3.6: Weigh  3.1g 
sodium  acetate  trihydrate  and  add  16 ml  of 
glacial acetic acid and make the volume to 1000 
mL  with MilliQ  water.  b)  2,  4,  6‐tripyridyl‐s‐ 
triazine: 0.1562  g  in 0.166mL HCl.  c)  FeCl3. 6 
H2O:  0.5404  g  in  100mL  MilliQ  water.  The 
working FRAP reagent was prepared by mixing 
a,  b  and  c  in  the  ratio  of  10:1:1  just  before 
testing.  
Preparation  of  samples:  2.5  mL  MeOH  was 
added  to  0.5mL  (500  µL)  tomato  juice  (the 
glasses were  covered  by  foil).  The  extraction 
was carried out in an orbital shaker for 1 hour 
at  200×g  in  darkness  inside  a  polystyrer  box 
with an ice bed. The samples were filled out in 
two  eppendorf  (by  a  Pasteur  pipette)  which 
were placed  in a centrifuge for 10 min at 4 ˚C 
and 15×rpm.  





the dark  to  react.   After  that  the  absorbance 
was  read  in  a  spectrophotometer  (Tecan  




and  after  each  MW  treatment.  All  analyses 













in  both  MW  ovens.  According  to  results 
displayed  in  Table  1,  in  general,  the  TAC 
significantly decreased by increasing the power 
and  time  of  thermal  treatment  in  both MW 
ovens. In the conventional MW oven the initial 
TAC in control samples was 56.11 mg AAE 100 










%)  under  the  1050 W  and  150  s  treatment 
(Table 1). The current results agree with those 
of  Barrett  et  al.  [11]  who  reported  that 
antioxidant  components  like  AA  reduced  in 
microwaved  tomato  juice.  Also  Zhang  and 
Hamauzu [4] and Martínez‐Hernández et al. [3] 
reported  that  antioxidant  activity  in  broccoli 
were  heavily  lost  during  a  conventional MW 
cooking process.  
A  long  duration  of  treatment  at  low  power 
reduced the TAC as a short duration treatment 
using high power. However,  a moderate high 
power  dose  (900 W)  combined  with  shorter 
duration  (120  or  150  s)  kept  better  the 
antioxidant capacity than low power MW dose 
(750  W)  combined  with  high  treatment 
duration (360 or 420 s). At similar doses (750 W 
during 120 s or 900 W during 120 and 150 s) the 
industrial  MW  provided  a  slightly  lower 
antioxidant  capacity  than  conventional  MW 
(Table 1). 
 
Table  1.  Effect  of  different  microwave 





















































in  tomato  juice. However,  its  application  in  a 
continuous way with the equipment used in the 
current  work was  not  efficacy  enough  when 
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